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Handheld bacteria and  
biofilm detection system

Environmental cleaning is a fundamental principle of 
infection prevention and control (ICP) in healthcare 
settings. There is evidence to demonstrate that maintaining 
the hygiene of the healthcare environment helps prevent 
infections, keeping environments clean and is a crucial 
patient safety issue. 

TM

Bactiscan’s™ unique wave altering UV system, enables 
users to immediately identify and isolate biofilms, 
mould and bacteria such as salmonella montevideo and 
pseudomonas Aeruginosa.

Source: CampdenBRI assessment of Bactiscan instrument for 
detection of food industry biofilms –published November 2020

Independently Validated by CampdenBRI 
The integrity of Bactiscan™ is independently 
validated by CampdenBRI for detection of 
bacteria and biofilms within a laboratory and 
food industry setting.



The environment serves as a reservoir for microorganisms, 
contributing to the transmission of epidemiologically 
significant pathogens such as Methicillin-resistant 
Staphylococcus aureus (MRSA), Vancomycin-resistant 
Enterococcus (VRE), Acinetobacter baumannii, Clostridium 
difficile (C. diff) norovirus and Carbapenemase Producing 
Enterobacteriaceae (CPE). Containment measures are 
necessary to break the epidemiological chain of these 
microorganisms. Therefore, it is essential to monitor surface 
cleaning and efficacy. 

Several methods are widely used to perform these 
evaluations, such as adenosine triphosphate 
(ATP) bioluminescence assay and microbiological screening. 
Both have previously been investigated and recommended as 
scientific methods for the assessment of the cleanliness of 
healthcare surfaces using ATP reference values. Although this 
process is good, it is not fool proof due to the minute size of 
physical swab point compared to overall volume of surface, 
and the physical swab procedure is cumbersome. 

Visual inspection is the most simple method for cleaning 
efficacy and room turnaround. Bactiscans’™ unique wave 
alternating UV system enables healthcare environments to 
immediately isolate Biofilms, mould and bacteria. Many other 
contaminants are easily located and identified with Bactiscan™ 
which makes the remediation job much faster and therefore 
more effective. 

These contaminants are often undetectable using 
other methods such as white light and UV lamps. With 
Bactiscan™ you can light up the entire surface and obtain 
immediate feedback, take direct action and reduce room 
turnaround time.

Runtime
Product Bactiscan™

Power On 1h 30min

Charge Time 6hrs 30mins

IP Rating IP67

Battery 7.4V 6.6Ah Li-ion

Impact Resistance 1.5 Metres

Charge Base Yes

Dimensions 250 x 125 x 120 (mm)

Weight 1.0KG
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For enquiries or to request a quote, please contact your 
authorised EIT International distributor at:

enquiries@eit-international.com or 
visit eit-international.com




